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Abstract. Scientists of the V.I. Vernadskii Institute of General and Inorganic Chemistry of
National Academy of Sciences of Ukraine developed a method of electrochemical removal
of radionuclide contamination from the surfaces of the technological equipment of nuclear
power plants. The method was successfully tested at the Chornobyl nuclear power plant and
on the Research Nuclear Reactor of the Institute of Nuclear Research of the National Acade-
my of Sciences of Ukraine. Based on the results of the tests, a device for the electrochemical
decontamination of metal surfaces of equipment in non-stationary conditions was created
and design and technological documentation for its serial production was developed.
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Ukraine has its own nuclear power, which
it will develop in the future. Therefore, the ur-
gent tasks are to ensure a high level of safety
of service personnel, to reduce environmental
pressure on the environment. According to
regulations, the equipment of nuclear power
plants and experimental reactors (heat ex-
change equipment, pipelines and connections,
devices for loading fuel elements, etc.) should
be periodically inspected for damage and pre-
ventive repairs. During operation, this equip-
ment is contaminated with radionuclides, be-
coming a source of increased operating and the

environment, so it requires decontamination.
Given the events at the Chornobyl Nuclear
Power Plant (ChNPP) in 1986, the problem of
decontamination of technological equipment
in Ukraine is even more acute than in any
other country in the world. The need to decon-
taminate particularly valuable equipment and
machinery requires the creation of effective
technologies and equipment that would meet
international standards.

Radionuclides accumulate mainly in the
defects (microcracks and microcavities) of the
surface layer of equipment formed by oxide

111




PHYSICAL CHEMISTRY

HOW TO ISOLATE RADIONUCLIDES? ON THE ELECTROCHEMICAL PURIFICATION OF TECHNOLOGICAL EQUIPMENT
FROM RADIONUCLIDE CONTAMINATION — DEVELOPMENT BY CHEMISTS OF THE ACADEMY.

compounds. They (radionuclides) can be re-
moved by mechanical, chemical and electro-
chemical methods. The thickness of this layer
is estimated at about 50 pm.

Analysis of the current state of the problem
showed that among the currently known me-
thods of removing radionuclide contamination
(these include chemical, mechanical, abrasive
and electrochemical), only the electrochemical
method provides high dissolution of the sur-
face layer and high-quality decontamination
at low specific consumption of reagents and
electricity retaining the inital shape, size, qua-
lity of processing and mechanical properties of
equipment surfaces.

The essence of electrochemical decontami-
nation is to destroy the surface layer of con-
taminated equipment under the action of elec-
tric current (direct current, alternating current
and alternating polarity) and to convert the
elements that form it into compounds that ac-
cumulate in the solutions by which this opera-
tion is performed.

It should be noted that the known methods

of electrochemical removal of radionuclides in
stationary conditions are practically not suit-
able for the decontamination of equipment of
large overall dimensions. Such equipment re-
quires the creation of baths of appropriate size,
which causes high specific consumption of re-
agents and electricity, does not provide the re-
moval of radionuclides from internal surfaces
(eg, pipe surfaces).

The specialists of the VI Vernadskii Insti-
tute of General and Inorganic Chemistry of the
National Academy of Sciences of Ukraine have
developed a device that avoids these shortcom-
ings.

The essence of the development is that the
surface to be decontaminated is connected
to the positive pole of a direct current (DC)
source (or made one of the electrodes if al-
ternating current AC is used). The cathode,
which contacts the anode through a layer of
porous dielectric material saturated with solu-
tion with which radionuclides are removed,
is moved with it by translational movements

(Fig. 1).

Fig. 1. The principle of extraction of radionuclides in the remote electrode mode from open (in the
scheme on the left) and internal (on the right) surfaces.
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The remote electrode (cathode) developed
by scientists is equipped with a telescopic rod
on which devices providing electric current
supply, continuous supply of solution to a po-
rous dielectric, movement of the anode surface

with the any inclination, fast replacement of
the porous material when it is saturated with
radionuclides are mounted, it prevents the ser-
vice personnel from contact with the source of
radioactive contamination (Photo 1).

Photo 1. General view of the remote electrode (left) and the working area without porous material.

Radionuclides that go into solution dur-
ing electrolysis accumulate in the porous ma-
terial. As the porous material, silica or basalt
multilayer fabrics are recommended. They
have a high ability to retain working solutions
and sorb radionuclides that pass into solution
during electrochemical treatment. The spe-
cific consumption of the solution when using
these materials is estimated at approximately
3-4 ml / dm®of surface. In contrast to the sta-
tionary mode, the developed method allows to
decontaminate the equipment without disas-
sembly at the place of operation and without
size restrictions.

In contrast to electrochemical decontami-
nation in stationary baths, which is accompa-

https://ucj.org.ua

nied by the accumulation of significant volu-
mes of spent solutions contaminated with
radionuclides, which, in turn, requires addi-
tional operations of decontamination, the use
of a remote electrode allows to localize radio-
nuclide contamination in small volumes of po-
rous dielectric materials suitable for long-term
storage or regeneration.

The equipment was created by scientists of
the V. I. Vernadskii Institute of General and
Inorganic Chemistry of the National Acade-
my of Sciences of Ukraine and has been test-
ed together with colleagues from the Research
Nuclear Reactor of the Institute of Nuclear Re-
search of the National Academy of Sciences of
Ukraine (Photo 2, 4).
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Photo 2. During electrochemical decontamination experiments and discussion of the results ob-
tained at the Chornobyl NPP (left) and on the Research Reactor of the Institute of Nuclear Research of
the National Academy of Sciences of Ukraine (right).

Photo 3. Fragments of equipment after electrochemical decontamination.

The obtained results showed that electro- fragments of technological equipment to the
chemical decontamination allows to reduce standarts that allow safe operation by service
the level of surface contamination of various personnel.
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Photo 4. From left to right: Corresponding Member of the National Academy of Sciences of Ukraine
Anatoliy Omelchuk, Candidate of Chemical Sciences Inna Yudenkova, Candidate of Technical Sciences
Mykola Maslo, Candidate of Technical Sciences Valery Shevel.
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Hayxkosui IncturyTy 3aranpHoi Ta Heopra-
HiyHOI ximil im. B. I. Bepnagcpkoro HAH Yk-
paiHM pO3pOOMIN METOJ eeKTPOXiMiYHOTOo
BITydeHHS PaJioOHYKIiIHOTO 3a0pyaHEHHA
3 TIOBEPXOHb TEXHOJIOTiYHOrO OOIaTHAHHA
aTOMHUX eneKTpocTaHliii. CyTb eneKTpoXi-
MIYHOI [e3aKTUBAllil MO/IAra€ y pyiHyBaHHI
IIOBEPXHEBOIO WIApy 3abpygHeHOro obmaj-
HAHHA TJ fli€0 eeKTPUYHOro CTpymy (mo-
CTIMHOTO, 3MIHHOIO CTPYMYy Ta 3MiHHOI IIO-
JISIPHOCTI) Ta TIepeBefleHHI e/leMeHTIB, sKi
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JIOTO YTBOPIOIOTD, y CIIOJIIYKM, IJO HAKOINYY-
I0THCA B PO3YIHAX, 3a IOIIOMOTI'0X0 AKX BUKO-
HYIOTb II10 OIlepaliro. MeTop mpoioB yCIin-
Hy anpob6anio Ha YopHOOMIbCHKiN aTOMHIiI
efneKTpocTanuii Ta JlocniHnIbKOMY AfepHO-
My peakTopi IHCTUTYTY AlepHUX [TOCTi/I>)KEHb
HAH Ykpaiun. 3a nifcymkamu BUIIpoOyBaHb
CTBOPEHO IPUCTPIll /1A eleKTPOXIMIYHOI fie-
3aKTUBAIll MeTayeBUX MOBEPXOHb O0/IafHAH-
HS Y HeCTallilOHapHUX yMOBaXx i po3poOieHo
KOHCTPYKTOPCBKO-TEXHOJIOTIYHY JIOKYMEHTa-
110 [/IA IOTO CEPiTHOTO BUTOTOBJIEHHA.

KimrouoBi cmoBa: 3a0pynHeHHA pajioHyK-
nifmamu, AnepHa eHepreTukKa, eleKTpoXiMiuHe
BUIa/IeHHs, NTOBEPXHA, TEXHONOTiuyHe obmas-
HaHHA.
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